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(54) Information recording medium, apparatus for recording the same and apparatus for 
reproducing the same 



(57) An information recording medium (1 ) includes 
a plurality of first information pieces (20) each of which 
is reproduced successively in time; a plurality of second 
information pieces (lU) each of which is successively 
positioned on the information recording medium, one or 
more of the second information piece constituting the 
first information piece; a plurality of third information 
pieces (30) each of which is individually reproducible 
and is a unit for jump reproduction, one or more of the 
third information piece constituting the second informa- 



tion pieces; at least one related infornnation piece (51 ) 
included in the third information piece and relating to a 
reproduction order and a reproduction method of the 
second information pieces; at least one reproduction 
control information piece (61) relating to a reproduction 
order and a reproduction method of the first information 
pieces. At least one of the related Information piece and 
the reproduction control information piece includes a 
jump reproduction method selection information piece 
(IF, AF) Indicating one of the jump reproduction methods 
performed by the reproducing apparatus. 
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Description 

The present invention relates to an information recording medium such as an optical disk of a high recording 
density type, which is capable of recording information such as video information, audio information and the like at a 
5 high density, and which is represented by a DVD (Digital Video or Versatile Disk). The present invention also relates 
to a recording apparatus for recording the information onto the Informatbn recording medium, and a reproducing ap- 
paratus for reproducing the information from the information recording medium. 

Conventionally, a so^lled LD (Laser Disk) and a so-called CD (Compact Disk) are generalized as optical disks, 
on which informatbn such as video Information, audio Information and the like Is recorded. 
10 On the LD or the like, the video information and the audio Information are recorded together with time Information 

Indicating a time at whrch each information is to be reproduced with respect to a reproduction start position, which each 
LD or the like has, as a standard position. Thus, other than a general normal reproduction to reproduce the recorded 
information in the order of recording, various special reproductions are possible, such as a reproduction to extract and 
listen to an only desirable music out of a plurality of recorded musics, a reproduction to listen to the recorded musics 
IS In a random order and so on, in case of the CD, for example. 

However, there is a problem that, according to the above mentioned LD or the like, a so-called Interactive and 
variegated reproduction is not possible in which the audience can have a plurality of selection branches as for the 
video or audb information to be displayed or sound-outputted and in which the audience can select them to watch or 
listen to it. 

20 Namely, it is Impossible for a user to choose the language used in the subtitle displayed on the screen (e.g., from 

subtitle of Japanese and the original language) in the case of watching a foreign movie recorded on a LD or to choose 
the voices of a song (e.g., from English voices or Japanese Voices) In the case of listening to the music recorded on 
a CD. 

Nowadays, apart from the above-mentbned conventional CD, it has been proposed and developed a DVD which 

25 is an optical disc which disc size is identical to CD and which recording capacity is enhanced to be approximately ten 
times larger than that of CD. In DVD, there Is a problem as to how a special reproduction, such as a search reproduction 
and/or a jump reproduction, for reproducing a desired position of a user is performed. Particularly, In the case of the 
recording medium, such as DVD, on which a plurality of informatbn pieces are independently recorded, it is impossible 
to apply the technique of the special reproduction, i.e., search reproduction and/or jump reproduction, as used in the 

30 recording medium, such as a LD, on which information Is successively and continuously recorded. 

It is therefore an object of the present invention to provide an information recording medium, an apparatus for 
recording the same, and an apparatus for reproducing the same, which can smoothly perform a special reproduction, 
such as search and/or jump reproduction. 

According to one aspect of the present invention, there is provided an information recording medium reproduced 

3S by an information reproducing apparatus including: a reproduction unit; a reproduction control unit; and a jump repro- 
duction unit for allowing the reproduction unit to jump to a jump target position and to continue reproduction in response 
to an Instruction from a user, the recording medium including: a plurality of first information pieces each of which is 
reproduced successively in time by the reproduction unit; a plurality of second Information pieces each of which is 
successively positioned on the information recording medium, one or more of the second information piece constituting 

40 the first information piece; a plurality of third information pieces each of which is individually reproducible and is a unit 
for jump reproduction by the jump reproduction unit, one or more of the third information piece constituting the second 
information pieces; at least one related Information piece included in the third information piece and relating to a re- 
production order and a reproduction method of the second Information pieces; at least one reproduction control Infor- 
mation piece referred to by the reproduction unit and relating to a reproduction order and a reproduction method of the 

4S first information pieces, wherein at least one of the related information piece and the reproduction control information 
piece includes a jump reproduction method selection Information piece indicating one of a plurality of jump reproduction 
methods performed by the jump reproduction unit. 

In accordance with the recording medium thus configured, the first information pieces and the second Information 
pieces are reproduced according to the reproduction control information piece and the related information pieces. 

so When the jump reproduction is instructed by a user, the reproduction is appropriately performed on the basis of the 
jump reproduction method specified by the jump reproductbn method selection Informatbn pieces. 

The medium may be so configured that the plurality of first information pieces include a plurality of selectible 
Information pieces, one of the selectible information pieces being reproduced selectively at a reproduction time period 
in the reproduction order. By this, the plurality of selectible Information pieces are reproduced according to the selection 

ss by the user. 

The medium may be so configured that the jump reproduction method selection infornnation piece is determined 
in accordance with the jump target positbn in the jump reproduction. By this, the jump reproduction is performed in 
best method according to the jump target position. 
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The medium may be so configured that the jump reproduction method selection information piece is determined 
in accordance with the jump reproduction method of the plurality of selectible information pieces. By this, the jump 
reproduction is performed in best method according to the reproduction method of the selectible Information pieces. 
According to another aspect of the present invention, there is provided an information reproducing apparatus for 

5 reproducing information from an information recording medium including: a plurality of first information pieces each of 
which Is reproduced successively; a plurality of second information pieces each of which is successively positioned 
on the information recording medium, one or more of the second Information piece constituting the first informatbn 
piece; a plurality of third Information pieces each of which is individually reproducible and is a unit for jump reproduction, 
one or more of the third information piece constituting the second information pieces; at least one related information 

10 piece Included in the third information piece and relating to a reproduction order and a reproduction method of the 
second information pieces; at least one reproduction control information piece relating to a reproduction order and a 
reproduction method of the first information pieces; and a jump reproduction method selection information piece Indi- 
cating one of a plurality of jump reproduction methods, the apparatus including: a reproduction unit for successively 
reproducing the second information piece to reproduce the first information pieces by referring to the related information 

IS piece; a reproduction control unit for controlling the reproduction of the first information pieces by the reproduction unit 
by referring to the reproduction control information piece; and a jump reproduction unit for allowing the reproduction 
unit to jump to a jump target position to reproduce the third information piece in response to an instruction from a user, 
wherein the jump reproduction unit controls the reproduction unit In accordance with the jump reproduction method 
specified by the jump reproduction method selection information piece. 

20 In accordance with the apparatus thus configured, the reproduction unit successively reproduces the second in- 

formation piece to reproduce the first information pieces by referring to the related Information piece. The reproduction 
control unit controls the reproduction of the first information pieces by the reproduction unit by referring to the repro- 
duction control information piece. The jump reproduction unit allows the reproduction unit to jump to a jump target 
position to reproduce the third information piece in response to an instruction from a user The jump reproduction unit 

25 controls the reproduction unit in accordance with the jump reproduction method specified by the jump reproduction 
method selection information piece. 

The apparatus may be so configured that the jump reproduction unit controls the reproducing unit by one of a first 
method in which the reproducing unit reproduces the information pieces in a seamless manner and a second method 
In which the reproducing unit reproduces the information pieces in a non-seamless manner. 

30 Further, the apparatus may be so configured that the reproducing unit Including: a reading unit for reading the 

information pieces; a storing unit for storing data read by the reading unit; and an outputting unit for outputting data 
stored in the storing unit, wherein the outputting unit starts outputting the data Immediately after the jump of the repro- 
ducing unit to the jump target position In the first method and starts outputting the data when the storing unit becomes 
full after the jump of the reproducing unit In the second method. 

35 According to still another aspect of the present invention, there is provided an information recording apparatus 
including: a first unit for dividing an Information having a continuous contents into a plurality of third information pieces 
each of which is reproducible independently; a second unit for producing at least one related information piece related 
to a reproduction order and a reproduction method of second information pieces each of which is constituted by one 
or more of the third information piece; a third unit for producing at least one control information piece relating to a 

40 reproduction order and a reproduction method of first Information pieces each of which is constituted by one or nfK>re 
of the second information piece; a fourth unit for producing at least one jump reproduction method selection information 
piece indicating one of a plurality of jump reproduction methods; and a recording unit for recording the third information 
pieces, the related information pieces, the reproduction control information pieces and the jump reproduction method 
selection information pieces on an information recording medium. 

^ In accordance with the recording apparatus thus configured, the first unit divides an infomnatlon having a continuous 
contents Into a plurality of third information pieces each of which is reproducible independently, and the second unit 
produces at least one related information piece related to a reproduction order and a reproduction method of second 
information pieces each of which is constituted by one or more of the third information piece. The third unit produces 
at least one control information piece relating to a reproduction order and a reproduction method of first information 

so pieces each of which is constituted by one or more of the second information piece. The fourth unit produces at least 
one jump reproduction method selection information piece indicating one of a plurality of jump reproduction methods. 
Then, the recording unit records the third Information pieces, the related information pieces, the reproduction control 
information pieces and the jump reproduction method selection information pieces on an information recording medium. 
The nature, utility and further features of this invention will be more clearly apparent from the following detailed 

55 description with respect to preferred embodiments of the invention when read In conjunction with the accompanying 
drawings briefly described below. 

FIG. 1 1s a diagram showing a physical structure of record Information of a DVD as one embodiment of the present 
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invention; 

FIG. 2 is a diagram showing frame pictures constructing a GOP; 

FIG. 3 is a diagram showing a togical structure of the record information of the DVD in FIG. 1; 

FIG. 4 is a diagram showing a structure of an interleaved unit of the DVD in FIG. 1; 

FIG. 5 is a diagram illustrating a recording manner of interleave flags and angle change flags on the DVD; 

FIG. 6 is a block diagram of an information recording apparatus for recording the DVD in FIG. 1. according to the 
present invention; 

FIG. 7 is a block diagram of an information reproducing apparatus for reproducing the DVD in FIG. 1, as another 
IS embodiment of the present invention; 

FIGS. BA and SB are diagrams illustrating an operation of reproducing a title having multiple versions; 

FIG. 9 is a diagram illustrating a transition of data amount in a track buffer shown in FIG. 7; 

20 

FIGS. 10A and 10B are diagrams illustrating operations of reproducing Interleaved units; 

FIG. 11 is a flowchart showing an operatbn of reproducing interleaved units; 

25 FIG. 12 is a flowchart showing a search operation; 

FIGS. 1 3A to 1 3D are diagrams illustrating transitions of data amount in the track buffer in search operations of 
various cases; 

30 FIGS. 1 4 to 1 7 are flowcharts showing reproduction operations at the time of the search operations in various cases; 

FIGS. 18A and 18B are diagrams illustrating an operation of the angle change; 
FIG. 19 is a flowchart showing a reproduction operation at the time of the angle change; 



35 



40 



FIGS. 20A and 20B are diagrams illustrating transitions of data amount in the track buffer at the time of the angle 

change; and 

FIGS. 21 and 22 are flowcharts showing reproduction operations at the time of the angle change. 



Referring to the accompanying drawings, embodiments of the present invention will be now explained. The fol- 
lowing explanations will be done for the embodiments, in which the present invention is applied to the aforementioned 
DVD. 

In the following embodiments, constitutional elements listed on a right hand side in a folbwing list respectively 
45 construct examples of constitutional elements of the present invention listed on a left hand side in the following list. 

First information piece: Cell 

Second information piece: Interleaved unit 

Third information piece: VOB unit 

50 Related information piece: DSI packet in navi-pack 

Reproduction control information piece: PGCI (ProGram Chain Information) 

Jump reproduction method selection information piece: Interleave informatbn, Angle information 

[I] Embodiment of Information Record Medium 

55 

First of all, a physical structure and a logical structure as well as an operation of a DVD, as one embodiment of 
the information recording medium to which the present inventbn is applied, will be explained with reference to FIG. 1. 
At first, a record format of video information and audio information on the DVD (i.e. a physical record format) is 
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explained by use of FIG. 1 . 

As shown in FIG. 1, a DVD 1 as the present embodiment is provided with a lead in area LI at its most inner 
circumferential portion and a lead out area LO at Its most outer circumferential portion, between which video information 
and audio information are recorded such that they are divided Into a plurality of VTSs 3, each of which has a unique 

s ID (Identification) number (i.e. VTS#1 to\/TS#n). Here, the VTS (Video Title Set) 3 is a set (bundle) of titles (each of 
which is one production or one work which an author or producer intends to offer to the audience), which are related 
to each other (e.g., which attribute, such as the number, the specification, the corresponding languages etc. of audio 
and video streams is the same to each other). More concretely, a plurality of movies which are related to the same 
movie to each other but which languages of serifs (lines) are different from each other may be recorded as different 

10 titles respectively, or even in case of the same movies, the theater version and the special version may be recorded 
as different titles respectively. Ahead of the area where the VTSs 3 are recorded, a video manager 2 is recorded as 
shown in FIG. 1 . As the information recorded in the video manager 2, for example, information related to the whole 
video and audio information recorded on the DVD 1 , such as a menu for accessing each title, information for preventing 
an illegal copy, an access table for directly accessing each title and so on, is recorded. 

IS One VTS 3 is recorded such that it is divided into a plurality of VOBs 10, each of which has an ID number (VOB 

ID#1 , VOB 1D#2, ...), and control data 1 1 disposed ahead of the VOBs 1 0. Here, a data portion constructed by a plurality 
of VOBs 10 is defined as a VOB set (VOBS) as shown in FIG. 1 . This VOB set is defined to distinguish the VOB 10, 
which constructs one portion of the VTS 3 as the substantial portion of the video and audio Information, from the control 
data 11, which constructs another portion of the VTS 3. 

20 In the control data 11 recorded at the head of the VTS 3, information such as PGCl (ProGram Chain Information) , 

which Is various information related to a program chain as a logical division obtained by combining a plurality of cells 
(the 'ceir will be described later in detail), is recorded. In each VOB 10. the substantial portion of the video and audio 
information (i.e. the video and audio information itself other than control information) besides the control information 
are recorded. 

25 Further, one VOB 10 is constructed of a plurality of cells 20, each of which has an ID number (cell ID#1 , cell 
ID#2, ...). Here, one VOB 10 is constructed such that it is completed by the plurality of cells 20 and that one cell 20 
does not strides over two VOBs 10. 

Nextly, one cell 20 is constructed of a plurality of VOB units (VOBUs) 30, each of which has an ID number (V0BU#1 , 
VOBU#2, ...). Here, the VOB unit 30 is an information unit, each of which includes the video information, the audio 

30 information and sub picture information (which is defined as infonnation of a sub picture such as a subtitle of a movie 
etc.). Each cell includes a cell table 20a which prescribes a control information relating the reproduction of cell 20. 

One VOB unit 30 is provided with: a navi-pack (a navigation pack) 41 for the control infomiation; a video pack 42 
for the video information; an audio pack 43 for the audio information; and a sub picture pack 44 for the sub picture 
information. Here, in the video pack 42, a packet including the video data is recorded. In the audio pack 43, a packet 

35 including the audio data is recorded. Further, in the sub picture pack 44, a packet including graphics such as a character 
and a diagram as the sub picture, is recorded. In the video packs 42, which data amount is relatively large as shown 
in FIG. 1 . one or a plurality of GOPs are recorded within one VOB unit 30. The audio pack 43 and the sub picture pack 
44 are disposed intermittently between the video packs 42. It is prescribed by a standard specification of the DVD that 
there are 8 kinds of audio recordable on the DVD 1 while 32 kinds of sub picture recordable on the DVD 1. 

40 Further, there always exists the navi-pack 41 in one VOBU 30. On the other hand, there may not exist each off the 
video pack 42, the audio pack 43 and the sub picture pack 44 in one VOBU 30, or, even in case that these packs exist 
in one VOBU 30, the number of the packs and the order of the packs are freely determined. 

Finally, the navi-pack 41 is provided with: a DSI (Data Search Information) packet 51 including search information 
to search a video image or an audio sound desired to be displayed or sound-outputted (concretely, search information 

45 such as an address, where the video or audio to be displayed or sound-outputted Is recorded, on the DVD 1); and a 
PCI (Presentation Control Information) packet 50 including information related to a display control at a time of displaying 
the video image or outputting the audio sound, which is searched on the basis of the information of the DSI packet 51 . 
Further, all video data included In one VOBU 30 consist of at least one GOP (Group Of Pictures). In the PCI packet 
50, high light information, which defines a display or operation at a time when one selection item is selected out of 

50 selectbn items by the audience, is included. By the high light information, for example, the change of the picture plane 
display as well as the display position to be changed with respect to the selection item selected on a special picture 
plane of selection Hems (i. e. a so-called menu picture plane) for the audience to select, and the command corresponding 
to the selected item (i.e. a command to be performed In correspondence with the selected item) are set. 

The video information to construct and display a frame, a selection button and the like, which is required to construct 

55 and display the menu picture plane, is recorded in the sub picture pack 44 as the sub picture information. 

Further, the above described GOP is a minimum picture unit, which can be independently reproduced and which 
is determined by a standard based on the MPEG (Moving Picture Experts Group) 2 method. The MPEG 2 method is 
a picture compression method adopted at a time of recording the video infomiation onto the DVD 1 in the present 
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embodiment. 

Here, the outline of the MPEG 2 method is explained. Namely, in general, frame pictures forward and backward 
of one frame picture in continuous frame pictures are often resembled to each other and have mutual relationships. 
The MPEG 2 method is a method, which is proposed by paying an attention to this fact, and which generates one 

5 frame picture existing between a plurality of frame pictures on the basis of the plurality of frame pictures transferred 
while they are timely separated by a few or several frames from each other, by means of an interpolating calculation 
based on moving vectors etc. of the original picture. In this case, if this one frame picture is to be recorded, it is enough 
to just record the information as for a differential vector and a moving vector thereof with respect to the plurality of 
frame pictures, so as to reproduce this one frame picture by estimating it from the plurality of frame pictures with 

10 referring to these vectors, at a time of reproduction. By this, the compression recording is enabled with respect to the 
picture. 

Further, the scheme of the above explained GOP is explained with reference to FIG. 2. FIG. 2 shows an example 
of a plurality of frame pictures constituting one GOP. In FIG. 2, a case where one GOP 52 consists of 1 2 frame pictures 
is Illustrated (In the MPEG 2 method, the number of the frame pictures included in one GOP 52 is not fixed), for example. 

15 Among those frame pictures, a frame picture indicated by a reference sign "I" is called as an I picture (Intra-coded 
picture), which is defined as a frame picture able to be reproduced as a complete frame picture by use of its own picture 
infonmation. A frame picture indicated by a reference sign "P" is called as a P picture (Predictive-coded picture), which 
Is defined as a frame picture predicted or generated by decoding a difference from a predictive picture compensated 
and reproduced on the basis of the already decoded I picture or other picture. A frame picture indicated by a reference 

20 sign "B" is called as a B picture (Bidirectionally Predictive-coded picture), which is defined as a frame picture predicted 
or reproduced by use of not only the already decoded I picture or P picture but also the 1 picture or P picture which is 
recorded on the optical disk timely in the future relative to the pertinent B picture. In FIG. 2, the relationship in the 
prediction (i.e. the relationship in the compensation) between the respective pictures are Indicated by arrows. 

The MPEG 2 method used in the DVD 1 of the present embodiment employs a variable rate method, in which the 

25 data amount included in each GOP is not constant. Namely, in case that the respective pictures included in one GOP 
52 correspond to a moving picture, which moving speed is rather fast and that the mutual relationship between the 
respective pictures is relatively small, the data amount constituting the respective pictures is Increased, so that the 
data amount included in one GOP 52 is also increased. On the other hand, In case that the respective pictures included 
in one GOP 52 correspond to a moving picture which moving speed is rather sbw and that the mutual relationship 

30 between the respective pictures is relatively large, the data amount constituting the respective pictures Is decreased, 
so that the data amount included In one GOP 52 is also decreased. 

In the above explained record format having a hierarchical structure as shown in FIG. 1 , each division can be freely 
set according to the author's intention, so as to perform recording on the basis of these set divisions. By performing 
the reproduction on the basis of a later described logical structure for each of these divisbns, the variegated repro- 

35 duction can be performed. 

Nextly. a logical format (logical structure) constructed by combining the information recorded by the physical divi- 
sions shown in FIG. 1 is explained with reference to FIG. 3. The information is not actually recorded on the DVD 1 in 
the logical structure of FIG. 3. Instead, Information (e.g. access information or time information) to reproduce each 
data shown in FIG. 1 by combining them (especially combining the cells 20) in the logical structure shown in FIG. 3, 

40 Is recorded on the DVD 1 . especially in the control data 11 . 

To make the explanation clear, the following explanation is made from the lower hierarchical layer In FIG. 3. One 
program 60 is logically constructed on the basis of the author's intention by selecting and combining a plurality of cells 
20 among the physical structures explained by use of FIG. 1. The program 60 is also a minimum logical unit, which 
division can be identified by a system controller of a reproducing apparatus described later and which can be accessed 

45 by use of a command by the system controller. It Is also possible for the author to define a gathering of one or more 
programs 60 as a minimum unit, which can be freely selected to be watched or listened to by the audience and which 
is referred to as a PTT (ParT Of Trtle). 

Since one program 60 is logically constructed by selecting a plurality of cells 20, it is possible to use one cell 
commonly for a plurality of programs 60, namely to perform a so-called "alternative usage" of the cell 20 in which one 

50 cell 20 Is reproduced in a plurality of different programs 60. 

Here, as for the number of each cell 20, at a time of treating the cell 20 on the physical format shown In FIG. 1, 
the number is treated as the cell ID number (which is Indicated by cell ID # in FIG. 1). On the other hand, at a time of 
treating the cell 20 on the logical format shown In FIG. 3. the number is treated as the cell number in the order of 
description in the PGCI described later 

55 Next, by combining a plurality of programs 60, one PGC (Program Chain) 61 is logically constructed on the basis 

of the author's intention. The aforementioned PGCI (ProGram Chain Information) is defined by a unit of the PGC 61 . 
The PGCI includes information indicating: the reproduction order for each program 60 at a time of reproducing each 
program 60 (by this reproduction order, a unique program number (#1. #2, ...) Is assigned to each program 60); the 
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reproductton order for each cell 20 (by this reproduction order, a unique cell number is assigned to each cell 20); an 
address which is a record position of each cell 20 on the DVD 1; the number of the cell 20 positioned at the head of 
one program 60 to be firstly reproduced; a reproduction method for each program 60; and various commands (e.g. 
commands able to be specified by the author for each PGC 61 or each cell 20) . The recording position of the PGCI 

5 on the DVD 1 may be in the control data 1 1 as aforementioned, or in a control data (not illustrated) in the video manager 
2 if the pertinent PGCI is related to the menu in the video manager 2 (refer to FIG. 1 ). 

In one PGC 61, the substantial video and audio data etc. are included as a combination of the programs 60 (in 
other words, the combination of the cells 20) other than the above mentioned PGCI. 

Further, in one PGC 61, it is possible to perform the alternative usage of the cell 20 as explained before in the 

10 explanation for the program 60 (i.e. such a usage that the same cell 20 is commonly used by a plurality of different 
PGC 61 ). As the method of reproducing the cell 20 to be used, the author can select a method of reproducing the cells 
20 in an order regardless of the recording order on the DVD 1 (i.e. the method of reproducing the cells discontinuously 
arranged, for example, the method of reproducing the cell 20 prior which Is recorded posterior on the record track) 
other than a method of reproducing the cell 20 in the recording order on the record track on the DVD 1 as it is (i.e. the 

IS method of reproducing the cells continuously arranged). 

Then, one title 62 is logically constructed of one or a plurality of PGCs 61 (PGC #1 , PGC#2, ...) as shown in FIG. 
2. The title 62 is, for example, a unit corresponding to one movie, and is completed information which the author would 
like to offer to the audience of the DVD 1 . 

Finally one VTS 63 is logically constructed of one or a plurality of titles 62 (title #1 , title #2, ...) as shown in FIG. 

20 3. The title 62 included in the VTS 63 has the attributes common to each other. For example, the movies based on one 
movie but in different languages correspond to the respective titles 62. The information included in one VTS 63 shown 
in FIG. 3 corresponds to information included in one VTS 3 shown in FIG. 1. Namely, all information included in the 
logical VTS 63 shown in FIG. 2 is recorded as one VTS 3 in the DVD 1 shown in FIG. 1. 

As the author specifies the infomiation divided In the physical structure on the DVD 1 on the basis of the above 

25 described logical format, the video image (e.g. the movie image) for the audience to watch is to be formed. 

In the explanations for the physical structure shown in FIG. 1, for the easy understanding of the content, it has 
been explained such that a plurality of cells 20 are recorded in the order of the ID numbers. However, in the DVD 1 of 
the present embodiment, one cell 20 maybe divided into a plurality of interleaved units lU to be actually recorded on 
the DVD 1, as shown In FIG. 4. 

30 Namely, as shown in FIG. 4, it is assumed that the author constructs one PGC 61 A of the cells 20 having the ID 

numbers 1 , 2 and 4, and constructs another PGC 61 B of the cells 20 having the ID numbers 1 , 3 and 4. In this case, 
at a time of reproducing the information from the DVD 1 on the basis of the PGC 61 A, only the cells having the ID 
numbers 1 , 2 and 4 are reproduced, while, at a time of reproducing the information from the DVD 1 on the basis of the 
PGC 61 B, only the cells 20 having the ID numbers 1 , 3 and 4 are reproduced. In the case of the PGC 61 A for example, 

35 if the cells 20 are recorded spaced from each other for each ID number, a certain time period to jump the optical pickup 
from the record position of the cell 20 having the ID number 2 on the DVD 1 to the record position of the cell 20 having 
the ID number 4 on the DVD 1 is required in the reproduction. This results in that the continuous reproduction (here- 
inafter, it is referred to as a "seamless reproduction") of the cell 20 having the ID number 2 and the cell 20 having the 
ID number 4 may not be possible depending on a capacity of a track buffer of the reproducing apparatus described later. 

40 Therefore, in the case shown in FIG. 4, the cell 20 having the ID number 2 and the cell having the ID number 3 

are divided into interleaved units lU and are recorded by the interleaved units lU, each having a length, which does 
not destroy the continuity of an output signal of the track buffer even if an input signal to the track buffer is temporarily 
stopped, in correspondence with an input and output processing speeds at the track buffer (I.e. the interleaved units 
lU, each having a length which allows the track buffer to continuously output the output signal even if the input signal 

45 to the track buffer is ceased while the optical pickup jumps for the interval of one interleaved unit lU). For example, in 
case of reproduction based on the PGC 61 A, only the interleaved units lU constructing the cell 20 corresponding to 
the ID number 2 are continuously detected to be reproduced. In the same manner, in case of reproduction based on 
the PGC 61 B, only the interleaved units lU constructing the cell 20 corresponding to the ID number 3 are continuously 
detected to be reproduced. The length of the interleaved unit lU may be determined with considering the capability of 

so a driving mechanism such as a slider motor to perform the track jump, in addition to the memory capacity of the track 
buffer. 

In this manner, by dividing one cell 20 into a plurality of interleaved units lU and recording them according to the 
author's intention, the signal outputted from the track buffer can be continuous even at a lime of reproducing the PGC 
61 including the cells 20 having the discontinuous ID numbers, so that it is possible for the audience to watch continuous 
ss reproductton video image. 

Each Interleaved unit lU is completed in one VOB 10, and does not stride over two adjacent VOBs 10. As for the 
relationship between the interleaved unit lU and the VOB unit 30, one or a plurality of VOB units 30 are included in 
one interleaved unit lU. One VOB unit 30 is completed in one interleaved unit lU, and is not divided into a plurality of 
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interleaved units lU or does not strides over a plurality of interleaved units lU. The reproductbn technique of the inter- 
leaved units lU is a characteristic feature of the present invention, and hence the more detailed description will be 
made later. 

Since a DVD has a recording capacity large enough to record information of not only a movie itself but also the 

s sounds and/or subtitles of the movie in many languages together on a single optical disk, the aforementioned recording 
format may be advantageously applied to DVD. 

Next, out of the information having the above described physical and logical structure, the description will be 
particularly given of interieave information and angle change information. In the present invention, the interleave in- 
formation and the angle change information are recorded in the cell table 20a in cell 20. FIG. 5 shows the manner of 

10 recording the interleave information and the angle change information in the cell table 20a. As shown, the interleave 
information is recorded in the form of interieave flags IF1 - IF3. The interleave flag IF1 indicates whether or not the cell 
20 including the cell table 20a belongs to the VOB 10 which constitutes the interleaved unit lU. The interieave flag IF1 
becomes "1 ' if the cell 20 belongs to the VOB 1 0 which constitutes the interleaved unit lU and becomes "0' if the cell 
02 belongs to the VOB 10 which does not constitute the interieaved unit lU. The interleave flag IF2 indicates whether 

IS or not the head of the cell 20 including the cell table 20a is coincident with the head of the interleaved unit lU. The 
interleave flag lF2becomes T if they coincide and becomes "0" if they do not coincide. The interleave flag 1F3 indicates 
whether or not the head of the cell 20 is positioned immediately prior to the VOB 10 which constitutes the interleaved 
unit lU. The interieave flag IF3 becomes "1 ' if the head of cell 20 is positioned immediately prior to the VOB 10 con- 
stituting the interleaved unit lU and becomes "O" if it is not. Here, if the time length from the head of the cell 20 to the 

20 next VOB 1 0 is substantially equal to the reproduction time of a minimum interleaved unit and the reproduction enters 
the interleaved unit immediately after the reproduction of the time length of the minimum interleaved unit, it is deemed 
that the cell 20 locates immediately prior to the VOB 10 constituting the interleaved unit. 

Further, in the cell table 20a, the angle change flag AF used for the angle reproduction is recorded as the angle 
change information. The angle reproduction is such that plural pictures of a unique scene taken from a plurality of 

25 angles are recorded, and one of them selected by a user is reproduced. The detail of the angle reproduction will be 
described later. The angle change flag AF prescribes, as the reproduction method at the time of the angle change 
instructed by a user, whether the angle is switched with the seamless reproduction being ensured although the switching 
requires a certain time delay, or the angle is quickly switched although the reproduction becomes non-seamless. Spe- 
cifically, if the angle flag AF is '1 ', the angle change is performed in a seamless manner although it takes some time. 

30 If the angle change flag AF is '0', the angle change is made immediately after the instruction thereof by the user 
although the reproduction becomes non-seamless. 

The interieave information and the angle change information described above are referred to at the time of search 
reproduction and the jump reproduction described later, and the reproduction apparatus performs an appropriate re- 
production control on the basis of the contents of those information. 

3S In the above description, the interleave infomnation is recorded in the cell table 20a in the cell 20. However, the 
interieave information may be recorded in the DSl packet 51 in the navi-pack 41 within each VOBU 30 (see. FIG. 1). 
In such a case, the interleave information is recorded, not by the unit of the cell 20, but by the unit of VOBU 30 constituting 
the cell 20. Also in this case, the interleave infomnation is referred to at the time of search reproduction, and the repro- 
duction is periormed on the basis of the contents of the interieave information. Since the interieave information is 

40 described and set by a very small unit, it is advantageous for the search of an arbitrary time, for example. 

[II] Embodiment of Recording Apparatus 

Next, an embodiment of recording apparatus for recording the above mentioned control infomnation, video infor- 
ms mation and audio information onto the DVD 1 will be explained with reference to FIG. 6. 

At first, a construction and an operation of the recording apparatus as the embodiment is explained with reference 
to FIG. 6. 

As shown in FIG. 6, a recording apparatus S1 as the present embodiment is provided with: a VTR (Video Tape 
Recorder) 70; a memory 71 ; a signal process unit 71 ; a hard disk (HD) device 73; a hard disk (HD) device 74; a controller 
so 75; a multiplexer 76; a modulator 77; and a mastering device 78. 

Nextly, an operation of the present embodiment is explained. 

Record information R, which is a raw material such as audio infomnation, video information etc. to be recorded on 
the DVD 1 , is temporarily recorded in the VTR 70. Then, the record information R temporarily record in the VTR 70 is 
outputted to the signal process unit 72 by a request from the signal process unit 72. 
55 The signal process unit 72 applies an A/D (Analog to Digital) converting process and a signal compressing process 

to the record information R outputted from the VTR 70, and time-axis-multiplexes the audio information and the video 
information to output it as a compressed multiplexed signal Sr. After that, the compressed multiplexed signal Sr out- 
putted therefrom is temporarily stored into the hard disk device 73. 
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Along with this, the memory 71 classifies the record information R into a plurality of partial record information Pr 
in advance, and temporarily stores content information related to the partial record information Pr which is inputted 
beforehand on the basis of a cue sheet ST, on which reproduction control information are written. Then, the memory 
71 outputs it as a content information signal Si on the basis of a request from the signal process unit 72. Here, the 

5 reproduction control information is information prescribing how to combine and arrange the above record information 
R, based on the conception of the author, to constitute the title, and includes the PGC! to be recorded in the control 
data 11 and the various information to be recorded in the video manager 2. The aforementioned interleave information 
and angle change information are included in the reproduction control information. 

Then, the signal process unit 72 generates and outputs an access information signal Sac corresponding to the 

10 partial record information Pr with referring to a time code Tt, on the basis of the time code Tt corresponding to the 
record Information R outputted from the VTR 70 and the content information signal Si outputted from the memory 71. 
Then, the access information signal Sac is temporarily stored in the hard disk device 74. The above described processes 
are performed with respect to the whole record information R. 

When the above described processes are finished as for the whole record information R, the controller 75 reads 

15 out the compressed multiplexed signal Sr from the hard disk device 73, reads out the access information signal Sac 
from the hard disk device 74, generates additional Information DA on the basis of these read out signals, and stores 
the additional information DA into the hard disk device 74. This is because there may be a control signal, which content 
is determined in dependence upon a generation result of the compressed multiplexed signal Sr among various control 
signals. Here, the reproduction control information including the interieave information and the angle change informa- 

20 tion are included in the additional information DA. On the other hand, the controller 75 performs a time management 
for each of the operations of the signal process unit 72, the hard disk device 73 and the hard disk device 74, and reads 
out the additional information DA from the hard disk device 74, so that the controller 75 generates and outputs an 
additional information signal Sa corresponding to the read out additional information DA, and generates and outputs 
an information selection signal Sec to time-axis-multiplex the compressed multiplexed signal Sr and the additional 

2S Information signal Sa. 

After that, the compressed multiplexed signal Sr and the additional information signal Sa are time-axis-multiplexed 
by the multiplexer 76 to be outputted as an information added compressed multiplexed Sap. 

Then, the modulator 77 adds an error correction code (ECC), such as a Reed Solomon code, and applies a mod- 
ulation such as an eight to sixteen (6-16) modulation with respect to the information added compressed multiplexed 
30 signal Sap outputted from the multiplexer 76, and generates and outputs a disk record signal Sm to the mastering 
device 78. 

Finally, the mastering device 78 records the disk record signal Sm to a stamper disk, which becomes a master (i. 
e. a cutting dye) for the production of an optical disk. Then, by use of this stamper disk, an optical disk as a replica 
disk, which can be on sale in the general market, i.e. the DVD 1 , can be produced by a replication device not illustrated. 
35 in the manner described above, the reproduction control information, Including the interleave information and the 
angle change informatbn, is recorded on the DVD 1 according to the aforementioned physical structure. 

[Ill] Embodiment of Reproducing Apparatus 

40 Next, an embodiment of reproducing apparatus for reproducing the information recorded on the DVD 1 by the 

above mentioned recording apparatus will be explained with reference to FIGS. 7 to 22. 

At first, a construction and an operation of the reproducing apparatus as the embodiment is explained with reference 
to FIG. 7. 

As shown In FIG. 7, a reproducing apparatus S2 as the present embodiment is provided with: an optical pickup 
<5 80; a demodulate and correct unit 81 ; stream switches 82 and 84; a track buffer 83; a system buffer 85; a demultiplexer 
86; a VBV (Video Buffer Verifier) buffer 87; a video decoder 88; a sub picture buffer 89; a sub picture decoder 90; a 
mixer 91 ; an audio buffer 92; an audio decoder 93; a PCI (Presentation Control Information) buffer 94; a PCI decoder 
95; a high light buffer 96; a high light decoder 97; an input unit 98; a display unit 99; a system controller 100; a drive 
controller 1 01 ; a spindle motor 1 02; and a slider motor 1 03. The construction shown in FIG. 9 only illustrates the portions 
so related to the video and audio reproduction of the reproducing apparatus S2. The description and the detailed expla- 
nation as for servo circuits to seivo-control the optical pickup 80, the spindle motor 102, the slider motor 103 and the 
like are omitted since they are constructed in the same manner as the conventional arts. 
Nextly, an overall operation of the present embodiment is explained. 

The optical pickup 80 includes a laser diode, a polarization beam splitter, an objective lens, a photodetector and 
55 the like not illustrated, and irradiates a light beam B as a reproduction light with respect to the DVD 1. The optical 
pickup 60 receives a reflection light of the light beam B from the DVD 1 , and outputs a detection signal Sp corresponding 
to informatbn pits formed on the DVD 1 . At this time, the tracking servo control and the focus sen^o control are operated 
with respect to the objective lens etc. of the optical pickup 80 in the same manner as the conventional art so that the 
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light beam B can be irradiated precisely onto the information track of the DVD 1 and that the light beam B can be 
focused on the information record surface of the DVD 1 . 

The detection signal Sp outputted from the optical pickup 80 is inputted to the demodulate and correct unit 81, 
where a signal demodulation process and an error correct process are applied to it to generate a demodulation signal 
5 Sdm, which is outputted to the stream switch 82 and the system buffer 85. 

The opening and closing operation of the stream switch 82, to which the demodulation signal Sdm is inputted, is 
controlled by a switch signal Sswl from the drive controller 101 . When it is closed, the stream switch 82 passes there- 
through the inputted demodulation signal Sdm as it is to the track buffer 83. When it is opened, the demodulation signal 
Sdm is not outputted therethrough, so that unnecessary or useless information (signal) is not inputted to the track 
10 buffer 83. 

The track buff er 83, to which the demodulation signal Sdm is inputted, consists of a Fl FO {First In First Out) memory, 
for example. The track buffer 83 temporarily stores the inputted demodulation signal Sdm, and continuously outputs 
the stored demodulation signal Sdm when the stream switch 84 is closed. The track buffer 83 compensates a difference 
or fluctuation in the data amount between respective GOP under the MEPG 2 method, and continuously outputs the 

IS demodulation signal Sdm, which is discontinuously inputted due to a track jump in the aforementioned seamless re- 
production, in case of reading the data divided into the interleaved units lU, so as to avokJ the interruptbn of the 
reproduction due to the discontinuity. 

The opening and closing operation of the stream switch 84. to which the demodulation signal Sdm is continuously 
inputted, is controlled by a switch signal Ssw2 from the system controller 1 00 such that the various buffers at its posterior 

20 stage may not be over-flown or, on the contrary, may not become empty to stop the decoding process, in the separating 
process by the demultiplexer 86. Particularly, at the time of reproduction after the search operation and the angle 
reproduction, in order to perform seamless reproduction, the system controller 100 appropriately opens and closes the 
stream switches 82 and 84 positioned upstream and downstream of the track buffer 83, respectively, to control the 
input and output of the track buffer 83. The detail of this operation will be described later. 

2S On the other hand, the system buffer 85, to whbh the demodulation signal Sdm is inputted in parallel with the track 
buffer 83, accumulates the video manager 2, the control data 11 of the VTS 3 and the like (refer to FIG. 1) which are 
detected firstly upon loading the DVD 1 and which are related to the whole Information recorded on the DVD 1. Then, 
the system buffer 85 outputs the accumulated data as a control infonnation Sc to the system controller 100, and tem- 
porarily stores the DSI packet 51 for each navi-pack 41 (refer to FIG. 1 ) as the occasion demands while reproducing 

30 the information, to output it also as the control information Sc. In the present invention, the interleave informatran and 
the angle information are recorded in the cell table 20a of the cell 20. In addition, the interleave Information may be 
recorded in the DSI packet 51 in some occasions. However, in any cases, these information are supplied from the 
system buffer 85 to the system controller 100 as the control information Sc and are stored in the RAM 1 00a, if necessary 
The demultiplexer 86, to which the demodulation signal Sdm is continuously inputted through the stream switch 

35 84, separates the video information, the audio information, the sub picture information and the PCI packet 50 for each 
navi-pack 41 respectively from the inputted demodulation signal Sdm. and outputs them as a video signal Sv, a sub 
picture signal Ssp, an audio signal Sad and a PCI signal Spc respectively to the VBV buffer 87. the sub picture buffer 
89, the audio buffer 92 and the PCI buffer 94. There may be a case where, in the demodulation signal Sdm, different 
streams of the audio information or the sub picture information in a plurality of different languages are included as the 

40 audio or sub picture information. In that case, a desirable language Is selected for the audio or sub picture information 
by a stream selection signal Sic from the system controller 100, so that the audio or sub pbture Informatbn in the 
desirable language is outputted to the audio buffer 92 or the sub picture buffer 89. 

The VBV buffer 87. to which the video signal Sv is inputted, consists of a FIFO memory, for example. The VBV 
buffer 87 temporarily stores the video signal Sv and outputs it to the video decoder 88. The VBV buffer 87 compensates 

4S the difference or fluctuation in the data amount between respective pictures of the video signal Sv compressed by the 
MPEG 2 method. Then, the video signal Sv in which the differences in the data amount are compensated, is outputted 
to the video decoder 88, and is decoded by the MPEG 2 method to be outputted as a decoded video signal Svd to the 
mixer 91. 

On the other hand, the sub picture buffer 89, to which the sub picture signal Ssp is inputted, temporarily stores 
so the inputted sub picture signal Ssp, and outputs it to the sub picture decoder 90. The sub picture buffer 89 is to syn- 
chronize the sub picture information included in the sub picture signal Ssp with the video information corresponding 
to the sub picture information, and to output it. Then, the sub picture signal Ssp synchronized with the video information 
is inputted to the sub prcture decoder 90 and is decoded to be outputted as a decoded sub picture signal Sspd to the 
mixer 91. 

55 In a case where the sub picture signal Ssp includes video information to construct a frame, a selection button etc. 

for displaying the menu picture plane, the sub picture decoder 90 changes a display condition of the selection button 
etc. to be displayed, in the sub picture signal Sspd on the basis of a high light control infornnation Sch from the system 
controller 100 to output it. 
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The decoded video signal Svd outputted from the video decoder 88 and the decoded sub picture signal Sspd 
outputted from the sub picture decoder 90 (which is in synchronization with the corresponding decoded video signal 
Svd) are mixed together by the mixer 91. and are outputted as a final video signal Svp to be displayed to a display 
device such as a CRT (Cathode Ray Tube) device not illustrated. 

5 The audio buffer 92, to which the audio signal Sad Is inputted, consists of a FIFO memory, for example. The audio 

buffer 92 temporarily stores the audio signal Sad and outputs it to the audio decoder 93. The audio buffer 92 is to 
synchronize the audio signal Sad with the video signal Sv or the sub picture signal Ssp including the corresponding 
video Information, and delays the audio signal Sad in accordance with the output condition of the corresponding video 
information. Then, the audio signal Sad, which is lime-adjusted to synchronize with the corresponding video information, 

10 is outputted to the audio decoder 93. Then, a predetermined decoding process is applied thereat to the audio signal 
Sad, and it Is outputted as a decoded audio signal Sadd to a speaker etc. not illustrated. If it is detected by the system 
controller 100 that it is necessary to temporarily stop (pause) the audio voice in the reproduction immediately after 
accessing, a pause signal Sea is outputted from the system controller 100 to the audio decoder 93, so that the output 
of the decoded audio signal Sadd is stopped temporarily at the audio decoder 93. 

15 The PCI buffer 94, to which the PCI signal Spc is inputted, consists of a FIFO memory, for example. The PCI buffer 

94 temporarily stores the inputted PCI signal Spc and outputs it to the PCI decoder 95. The PCI buffer 94 is to syn- 
chronize the PCI packet 50, which is included in the PCI signal Spc. with the video information, the audio information 
and the sub picture information corresponding to the PCI packet 50, and apply the PCI packet 50 to the video information 
and the like. Then, from the PCI signal Spc, which is synchronized with the corresponding the video information and 

20 the like by the PCI buffer 94, a high light information included in the PCI packet 50 is separated or extracted by the 
PCI decoder 95, and is outputted as a high light signal Shi to the high light buffer 96. The portion of the PCI packet 50 
other than the high light information is outputted as a PCI information signal Spci to the system controller 100. 

The high light buffer 96, to which the high light signal Shi is inputted, consists of a FIFO memory, for example. The 
high light buffer 96 temporarily stores the inputted high light signal Shi and outputs it to the high light decoder 97. The 

25 high light buffer 96 is to time-compensate the high light signal Shi so as to precisely perform a change in the display 
condition of the selection item, which corresponds to the high light information, in correspondence with the sub picture 
signal Ssp which includes the video information for the high light information. Then, the time-compensated high light 
signal Shi is decoded by the high light decoder 97, and the information included in the high light signal Shi is outputted 
as a decoded high light signal Shid to the system controller 100. Here, the system controller 100 outputs the afore- 

30 mentioned high light control signal Sch to change the display condition by the high light informatran, on the basis of 
the decoded high light signal Shid. 

On the basis of the control information Sc inputted from the system buffer 85, the PCI information signal Spci 
inputted from the PCI decoder 95 and an input signal Sin inputted from the input unit 98 such as a remote controller, 
the system controller 1 00 outputs the aforementioned switch signal Ssw2, the language selection signal Sic, the pause 

35 signal Sea and the high light control signal Sch to correctly perform the reproduction corresponding to those input 
signals, and also outputs a display signal Sdp to display an operation condition etc. of the reproducing apparatus S2 
to the display unit 99 such as the liquid crystal device. 

Further, the system controller 1 00 outputs a seamless control signal Scsl corresponding to the track jump process, 
to the drive controller 101 , when it detects by the control signal Sc etc. that it is necessary to perform the track jump 

40 process such as a search in order to perform the seamless reproduction. 

Then, the drive controller 101, to which the seamless control signal Scsl is inputted, outputs a drive signal Sd to 
the spindle motor 102 or the slider motor 103. By this drive signal Sd, the spindle motor 102 or the slider motor 103 
moves the optical pickup 80 such that the record position to be reproduced on the DVD 1 is irradiated with the light 
beam B (refer to an arrow of a broken line in FIG. 9) , and the spindle motor 1 02 CLV-controls (Constant Linear Velocity- 

^ controls) the rotation number of the DVD 1 . Along with this, the drive controller 101 outputs the aforementioned switch 
signal Sswl on the basis of the seamless control signal Scsl, so as to open the stream switch 82 when the demodulation 
signal Sdm is not outputted from the demodulate and correct unit 81 while the optical pickup 80 is being moved, and 
so as to close the stream switch 82 when the demodulation signal Sdm is started to be outputted, so that the demod- 
ulation signal Sdm is outputted to the track buffer 83. 

so 

[IV] Special Reproduction 

Next, out of the operation of the reproduction apparatus S2, the search reproduction and the angle reproduction, 
which are the characteristic parts of the present invention, will be described below in more detail. 

55 

(1) Reproduction of multiple versions 

In DVD, it Is possible to reproduce multiple contents (versions) of pictures for a unique scene included in a title. 
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Specifically, one of the Japanese version and the English version may be reproduced for a unique movie program, or 
one of the adutt-oriented version and the kids-oriented version for a unique program may be reproduced. In such a 
case, the DVD 1 is recorded with not only the common pictures used in both the adult-oriented version and the kinds- 
oriented version but also the exclusive pictures for the adult-oriented version and the kids-oriented version, respectively, 

5 in the form of different cells 20. In addition, there are also recorded the reproduction control information for the adult- 
oriented version and the kinds-oriented version in the control data 11 as different and distinctive PGCs 61. Namely, 
the PGC 61 for the adutt-oriented version prescribes the reproduction order and other control information of the pictures 
of the common pictures and the adult-oriented versbn pictures, and the PGC 61 of the kids-oriented version prescribes 
the reproduction order and other control information of the common pictures and the kids-oriented version pictures. At 

10 the time of reproduction, a user instructs the reproducing apparatus the version to be reproduced, and the reproducing 
apparatus refers to the PGC 61 corresponding to the selected version to reproduce the program. 

There are many reproduction manners in such cases, and the simplest one of them is illustrated in FIGS. SAand 
8B. In FIG. 8A, it is assumed that there is a movie program including three scenes, scene 1 to scene 3, and multiple 
versions are prepared for the scene 2. In the case that the user has chosen the version 1, the reproduction goes on 

IS in the order of the cell 1 , the cell 2, the cell n+1 . In the case that the user has chosen the version 2, the reproduction 
goes on in the order of the cell 1 , the cell 3, the cell n+1 . The reproduction order of the cells are recorded in the PGC 
61 as the reproduction control informatbn corresponding to the respective versions. Here, assuming that the cells 20 
are recorded successively as shown in FIG. 1 , in reproducing the version 1 , the reproducing apparatus S2 reproduces 
the cell 1 and the cell 2 recorded on the DVD 1 and then jumps to the recording position of the cell n+1 to reproduce 

20 it in the manner shown in FIG. SB. In practice, in response to the user's instruction, the input unit 98 supplies the input 
signal Sin including the version information Indicating the designated version to the system controller 100. The system 
controller 100. responding to this, refers to the PGC 61 corresponding to the designated version, and supplies the 
seamless control signal Scsl to the drive controller 101. By this, the pickup 80 reads the cells 20 prescribed by the 
PGC 61 in the prescribed order, and supplies the read data to the track buffer 83. The track buffer 83 outputs the video 

2S signal inputted thereto in the inputted order while accumulating the inputted video signal as the signal Sdm. The video 
signal is then displayed on a monitor or the like after passing through the VBV buffer 87, the video decoder 88 and so on. 

In the case of reproducing the pictures of a certain version seamlessly as shown In FIG. SB, the pickup 80 jumps 
to the recording position of the cell n+1 at the time tx after reading the data of the cell 2 to its end, and then starts 
reading the cell n+1 . At this time, the time period needed to jump from the end of the cell 2 to the head of the ceil n+1 

30 is defined as a jumping time period Tj. During the jump, the stream switch 82 is kept open and the pickup 80 does not 
read data, and hence the track buffer 83 continues outputting the data although the data input is absent. Therefore, if 
the jumping time period Tj is too long, the track buffer 83 outputs all accumulated data without data input and becomes 
empty (this phenomenon is called as "^he underflow of the buffer'). As a result, the output data breaks and the seamless 
reproduction becomes impossible. 

35 Now, assuming that the bit rate of the input data to the track buffer 83 is Bin (bps) and the bit rate of the output 

data from the track buffer 83 is Rout (bps), the input bit rate Rin must be larger than the output bit rate Rout, I.e., RIn 
> Rout, in order to avoid the data underflow. FIG. 9 shows the transition of the accumulated data amount in the track 
buffer 83 against time during the jumping time period Tj. In FIG. 9, it Is assumed that the track buffer 83 is filled with 
data (i.e., full of data) just before the track jump, i.e., at time tx, and that the size (capacity) of the track buffer 83 is B. 

40 Since the data is not inputted during the jumping time period Tj (i.e., Rin = 0), the data amount in the track buffer 83 
gradually decreases at the output bit rate Rout as shown in FIG. 9. Accordingly, the following is the condition to repro- 
duce ceils 20 seamlessly before and after the track jump: 

45 Tj s (B/Rout). 

Therefore, the capacity B of the track buffer 83 shouki satisfy the following condition: 

B > Rout X Tj. 

For example, assuming that the output bit rate Rout is 8 Mbps and the jumping time period Tj is 1 second, the track 
buffer 83 should have the capacity B larger than 8 Mblts. 

In this view, as shown in FIG. 4, a single cell 20 is divided into multiple interleaved units lU and recorded on the 
S5 DVD 1 . By this, the distance from the jump start position to the jump end position is reduced, as shown in FIG. 10A, 
to reduce the jumping time period Tju (< Tj) , thereby enabling the size (capacity) B of the track buffer 83 to be smaller. 
FIG. 10B shows the transition of the data amount in the track buffer 83 in such a case. In FIG. 10B, the track jump 
begins at the time ty and the data in the track buffer 83 gradually decreases at the output bit rate Rout during the 
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jumping time period Tju because no input data is supplied to the track buffer 83. IHowever, by determining the size of 
the track buffer 83 to satisfy the condition: Tju = B / Rout, the data remains in the track buffer 83 during the track jump. 
When the track jump is finished, the data in the track buffer 83 starts increasing at the bit rate (Rin - Rout) because 
the pickup 80 starts reading the data in the cell 20 to which the pickup 80 has jumped. Assuming that the reading time 
5 period Tiu for reading the cell is; Tiu = B / (Rin - Rout) , for the simplicity's sake, the track buffer 83 becomes full by 
the time ty2 at which the next track jump begins, and the operation continues in the same way. Therefore, the track 
buffer 83 does not result in the data underflow. From the above examination, the following is the condition to avoid the 
underflow of the track buffer 83: 

Tiu >B/ (Rin -Rout) (1), 

and 

Tju ^B/ Rout (2). 

In the case where Tiu > B / (Rin - Rout), the track buffer 83 becomes full by the end of the reading time period Tiu. 
In such case, the data input to the track buffer 83 may be temporarily paused and restarted after a certain amount of 

20 data has outputted. During the pause of the data input to the track buffer 83, the pickup repeats the track jump operation 
at the same position In a waiting mode, and starts reading the data from the position just after the position where the 
data input is paused when the certain amount of data has outputted. By this, the track buffer 83 can output data 
successively without the overflow. The above operation may be achieved by controlling the drive controller 101 to 
control the opening and closing of the stream switch 82 and the positbn of the pickup 80. 

25 Next, the reproduction method of the cells 20 interleaved will be described. 

In the DSI packet 51 in the navi-pack 41 which is located at the head of the VOBU 30 in the Interleaved unit lU, 
there are recorded an end address Ae of the interleaved unit lU (hereinafter also referred to simply as "end address 
Ae") and a start address As of the next interleaved unit lU (hereinafter also referred to simply as "start address As") 
according to the same version, as the relative positional values from the navi-pack 41. Therefore, by referring to the 

30 address information, the seamless reproductbn for successively reproducing the interleaved units I U of the same 
version may be achieved. It Is noted that, as the end address Ae and the start address As, special values '0' and "1 ' 
are described, respectively, if the VOBU 30 is not Included In the interleaved unit lU. 

FIG. 11 is a flowchart illustrating the reproduction method in this case. First, when the pickup 80 reaches the cell 
20 which is constituted by the interleaved units lU, the system controller 100 acquires the interleaved unit end address 

35 Ae and the start address As of the next interleaved unit lU from the DSI data in the navi-pack 41 (Step SI ). Then, the 
system controller 100 acquires the current reading address Ap (step 82), and judges whether or not the current reading 
address is equal to the end of the cell 20 (step S3). If It Is not the end of the cell 20, the system controller 100 judges 
whether or not the end address Ae Is larger than the current reading address Ap (step S4), and, if YES, returns to step 
S2. Namely, by steps S2 to S4, the reading of the recorded data is continued until the current reading address Ap 

40 reaches the end of the cell 20 or the end address Ae of the present interleaved unit lU. If it is judged that the current 
reading address Ap reaches the end of the cell 20 (step S3:YES), It Is judged whether or not there exists a next cell 
20 (step S8). If YES, the next cell 20 is reproduced in the same manner (step S9). If it is judged that the current reading 
address reaches the end of the interleaved unit lU (step S4:N0), the system controller 100 pauses the data input to 
the track buffer 83 (step S5), jumps to the start address As of the next interleaved unit lU (step S6) and restarts the 

45 data inputs to the track buffer 83 (step S7). By repeating these steps, the interleaved units lU may be reproduced in 
the seamless manner. Although one interleaved unit lU is constituted by one cell 20 in the above example, the inter- 
leaved unit lU may be constituted by plural cells 20. in that case, the border of the ceils 20 may be positioned at the 
head of the interleaved unit lU or the middle of the interleaved unit lU. 

so (2) Reproduction method in search operatbn 

Next, the reproduction in the search operation will be described below. First, the types of the search operation 
Instructed by a user will be described. There are two types of search operations, a part of title search and a time search, 
in the search operation performed during the reproduction of the title. 
55 The part of title (hereinafter referred to as "PTT") recorded on the DVD 1 is identified by the PGC number and the 
program number as described above. In the PTT search, when a user inputs the number of the PTT via the input unit 
98, the system controller 100 obtains the PGC number and the program number from the inputted PTT number. Then, 
the system controller 100 obtains the corresponding PGCI and recognizes the address of the head cell 20 in the PTT 
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(program). Then, the system controller 100 searches for the head address (i.e., the pickup 80 jumps to the address) 
to restart the reproduction. 

On the other hand, the time search is performed using a time search nnap which is recorded in the DVD 1 . On the 
time search map, the head addresses of the VOBUs 30 at every unit time are recorded. When a user Inputs a search 

5 target time via the input unit 98, the system controller 1 00 obtains the time address which is prior to and closest to the 
search target time, and starts the search operation, i.e., jumping to the address. In the navi-pack 41 recorded in the 
VOBU 30 of the search target, the addresses of some VOBUs 30 before and after the search target VOBU 30 are 
recorded by the unit of 0.5 second, and the system controller 100 further makes more precise search on the shorter 
time basis using those addresses before restarting the reproduction. In both search methods, the search operation is 

10 performed on the VOBU 30 basis. It Is noted that, in the following description, the jump operation of the pickup 80 for 
reproducing the interleaved units will be simply referred to as "jump" and the jump operation for the search operation 
or the angle change operation (described later) will be referred to as 'search jump' and 'angle change jump', respec- 
tively. 

Next, the reproduction methods in the search operation will be described. The search operation may take place 

in the following four different cases: 



Therefore, different controls should be performed in each case for an appropriate search operation. This is because, 
the data accumulation state of the track buffer 83 varies dependently upon the position of the search target address 
in the VOBU 30 and hence an appropriate operation should be made in order to avoid the data underflow in the track 
2S buffer 83. The controls perfomied in each case will be described betow. 

CASE 1: Search to the area which does not constitute the interleaved unit 

In this case, insofar as the condition that the input bit rate Rin of the track buffer 83 is larger than the output bit 
rate Rout thereof is satisfied, the data may be read out from the track buffer 83 immediately after the track jump. 
FIG. 12 is a flowchart illustrating the operation in this case, in FIG. 12, when the search command is inputted by 

30 a user, the system controller 100 controls the stream switch 82 to stop the data input to the track buffer 83 (step S1 ), 
and then controls the stream switch 84 to stop the data output from the track buffer 83 (step 812). Then, the system 
controller 100 resets the pointer Indicating the current reading position by the pickup 80 (step SI 3), and searches for 
the target address to make the search jump to there (step S 1 4). After the search jump to the target address, the system 
controller 100 restarts the data input to the track buffer 83 (step 815), starts reading the data at the VOBU 30 (step 

35 816) and acquires the current reading address Ap (step 817). Then, the system controller 100 judges whether or not 
the current reading address Ap thus acquired reaches the end of the cell 20 (step 818). and, if YES, judges whether 
or not there exists a next cell 20 (step 819). If the next cell exists (step S19:YES). the system controller 100 executes 
the reproduction of the next cell in the same manner (step S20). If the next cell does not exist (step S19:N0), the 
process ends. In this way, the search operation is performed. 

^ FIG. 13A shows the transition of the data amount in the track buffer 83 after the search operation, i.e., after the 

search jump to the target position. Since the pointer of the reading position has been reset, the track buffer 83 becomes 
just empty at the time when the search operation is finished (time tO). Thereafter, the data in the track buffer 83 begins 
to increase at the rate of (Rln - Rout). Although the track buffer 83 becomes full In a while, the system controller 100 
repeatedly pauses the data input to the track buffer 83 temporarily to avoid the data overflow, as described above, until 

4S a certain amount of data is outputted. In this way. the seamless reproduction is achieved. 

CASE 2: Search to the head of the interleaved unit 

In this case, insofar as the conditions (1 ) and (2) described above are satisfied, the track buffer 83 does not cause 
so underflow. FIG. 14 is a flowchart illustrating the operation in this case. In FIG. 14, steps 821 to 826 are the same as 
steps 811 to 816 in FIG. 12. Namely the pickup 80 makes the search jump to the target address in response to the 
search Instructbn by the user, and then starts reading data from the head of the interleaved unit which is the target 
point of the search. Specifically, the end address Ae of the present interleaved unit and the start address As of the next 
interleaved unit are read out, and the reproduction is continued until the pickup 80 reaches the end of the cell or the 
ss end of the interleaved unit. When reaching the end of the interleaved unit, the pickup 80 jumps to the next interleaved 
unit. When reaching the end of the cell, the pickup 80 reproduces the next cell 20. Although this operatbn Is executed 
in steps 827 to 835, the detailed description thereof will be omitted because they are the same as steps 81 to 89 of 
FIG. 11. 



20 



CASE 1: 
CASE 2: 
CASE 3: 
CASE 4: 



Search to the area which does not constitute the interleaved unit, 

Search to the head of the interleaved unit. 

Search to the middle of the Interleaved unit, and 

Search to the position immediately prior to the interleaved unit. 
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FIG. 13B shows the transition of the data amount in the track buffer 83 on the assunnption that the reading time 
period is: Tlu = B / (Rin - Rout). As shown, the data is accumulated in the track buffer 83 at the rate of (Rin - Rout) after 
the search operation, and the track buffer 83 becomes full before the timing tl of the next jump. Although the data in 
the track buffer 83 decreases at the rate of Rout during the jump time period Tju, the data accumulation in the track 
5 buffer 83 begins at the rate of (Rin - Rout) after the end (time t2) of the jumping time period Tju. Therefore, the seamless 
reproductk>n can be achieved without underflow. 

CASE 3: Search to the middle of the interleaved unit 

10 In the above-mentioned CASEs 1 and 2, the track buffer 83 becomes full during the reproduction of the interleaved 

unit from its head position to its end position, insofar as the aforementioned conditions (1 ) and (2) are satisfied. However, 
if the target point of the search operation is in the middle of the interleaved unit, there may be a case, if the distance 
from the target position to the end of the interleaved unit is short, that the pickup 80 must jump to the next interleaved 
unit before the track buffer 83 becomes full. FIG. 1 3C shows the transition of the data amount in the track buffer 83 in 

IS such a case. In FIG. 13C, the track buffer 83 is empty when the search operation is finished, and then the data in the 
track buffer 83 gradually increases at the rate of (Rin - Rout) up to the end of the interleaved unit. However, since the 
position arrived by the search jump is in the middle of the interleaved unit, the pickup 80 reaches the end of the 
interleaved unit before the track buffer 83 becomes full and must jump to the next interleaved unit at the time t1 . Since 
the track buffer 83 is not full at the jump time t1 , the track buffer outputs all data accumulated therein and becomes 

20 empty (at time t2) before the jump is finished, i.e. , during the jumping time period Tju, thereby causing the data underflow 
(see. the hatched portion in FIG. 13C). Due to the underflow, the seamless reproduction cannot be achieved. 

As a countermeasure to overcome such a problem, there is a technique in which the reproduction from the target 
positbn reached by the search jump is postponed until the track buffer 83 becomes full. Namely, the system controller 
1 00 does not start the reproduction until the track buffer becomes full, after the search operation. FIG. 1 3D shows the 

2S transition of the data amount in the track buffer 83 by this technique. In FIG. 13D, since the track buffer 83 does not 
start outputting the data immediately at the time tO when the search jump is finished, the data is accumulated in the 
track buffer 83 at the rate of Rin until it becomes full at the time tl . When the track buffer 83 becomes full at the time 
t1, it starts outputting the data. By this, the underflow of the data can be avoided. If the timing of next track jump arrives 
before the track buffer 83 becomes full, the system controller 100 pauses the data input to the track buffer 83, makes 

30 jump and then restarts the data input to the track buffer 83. Also in this case, the data output is postponed until the 
track buffer 83 becomes full. 

FIG. 15 is a flowchart illustrating the reproduction method described above, that is, for the case where the search 
jump to the middle of the interleaved unit is performed. When the user inputs the search command, the system controller 
100 stops the data input to the track buffer 83, performs the search jump, and restarts the data input to the track buffer 

3S 83 to accumulate the data therein (steps S41 to S45). However, at this timing, the data output from the track buffer 83 
is still kept stopped. Then, the system controller 100 acquires the end address Ae of the interleaved unit and the start 
address of the next interleaved unit As (step 846), and judges whether or not the track buffer becomes full (step 847). 
If the track buffer becomes full, the system controller ICQ starts the data output from the track buffer 83 (step 848). If 
the track buffer 83 is not full yet, the system controller 100 acquires the current reading address Ap (step S49), and 

40 continues the reading until the current reading address Ap reaches the end of the ceil or the end of the interleaved unit 
(Steps S50 and S51). If the current reading address Ap reaches the end of the cell, then the system controller 100 
reproduces the next cell (step S55). On the other hand, if the current reading address Ap reaches the end of the 
interleaved unit, the pickup 80 jumps to the next interleaved unit (steps 8652 to 854). It is noted that steps 841 to 845 
are the same as steps 811 to 815 of FIG. 12, and the steps 846 to 856 are the same as steps 81 to 89 of FIG. 11 

^ except for steps S47 and S48 being added. In this way, the seamless reproduction can be achieved, although the start 
of the reproduction after the search operation is delayed for some time. 

CASE 4: Search to the position immediately prior to the interleaved unit 

so Also in this case, there may be a case where the jump timing to the next interleaved unit arrives soon after the 

finish of the search jump, and the seamless reproduction can not be performed. Therefore, in this CASE 4, the repro- 
duction of the data after the search operatbn is postponed until the track buffer 83 becomes full. 

FIG. 16 is a flowchart illustrating the search operation to just prior to the interleaved unit. In this case, the process 
same as steps 841 to 845 of FIG. 15 is performed (steps 861 to 865), and the pickup 80 enters the interleaved unit 

ss after the process of steps 866 to S68. Thereafter, the process same as steps S46 to S56 of FIG. 1 5 is performed (steps 
869 to 879). 

As described above, there may be four cases, CASE 1 to CASE 4. in which the search operation takes place, and 
the seamless reproduction is ensured in the CASEs 1 and 2 without problem. On the other hand, in the CASEs 3 and 
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4, in addition to the aforementioned methods in which the reproduction is postponed until the track buffer 83 becomes 
full, there may be another method in which the reproductbn is immediately started like the CASEs 1 and 2, although 
the data underflow may take place. According to the methods described in the CASEs 3 and 4, the underflow is avoided, 
however, the start of the reproduction after the search operation is delayed. Concretely, the total required time T from 
5 the input of the search command by the user to the start of the reproduction of the pictures at the search target position 
(i.e., after the search jump) is: 

T = (jumping time period Tj) + 

10 

(time required for the track buffer to become full). 

Assuming that the data input rate Rin = 11 Mbps, the capacity of the track buffer B = 3 Mbit, and the jumping time period 
Tj = 0.25 second, the total time T is: 

75 

T = 0.25 + 3/11= 0.52 second, 

and the total time for search operation becomes twice or more of the time required for the jump operation. Therefore, 
20 if the method In which the data in the track buffer 83 is read out immediately after the search operation is applied to 
all the CASEs 1 to 4, the underflow may occur, although the total search time T is reduced. On the other hand, If the 
method in which the reproduction of the data is postponed until the track buffer 83 becomes full is applied to all of the 
CASEs 1 to 4, the total search time always becomes long, although the underflow can be avoided and seamless 
reproductbn can be achieved. 

25 In view of this, in the present invention, information as to which CASE the target cell of the search operatbn is 
classified is recorded in the cell table 20a in each cell 20 or the DSI data 51 in the VOBU 30 as the interleave information. 
The system controller 100 reads this information first, and then determines the reproduction method. 

FIG. 17 is a flowchart illustrating this method. When the user inputs the search command, the system controller 
1 00 stops the data input and the data output to and from the track buffer 83, performs the search jump, and then restarts 

30 the data input to the track buffer 83 to accumulate the data in the track buffer (steps S81 to S85). Then, the system 
controller 100 checks the interleave flag (steps 886 to S88). If both of the interieave flag 1 and the interleave flag 3 
are "0", it corresponds to the CASE 1, and hence the system controller 100 carries out the process A (steps SI 6 to 
S20) shown in FIG. 12. If the interieave flag 1 is "O" and the interieave flag 3 is "1 ", it corresponds to the CASE 4, and 
hence the system controller 100 carries out the process D shown in FIG. 16 (steps S66 to S79). If the interieave flag 

35 1 is "1 " and the interieave flag 2 is "0", it corresponds to the CASE 3, and hence the system controller 100 carries out 
the process C shown in FIG. 15 (steps S46 to S56). If both of the interleave flag 1 and the interieave flag 2 are "1", it 
corresponds to the CASE 2, and hence the system controller 100 carries out the process 8 shown in FIG. 14 (steps 
S26 to S35). 

With this treatment, in the case of search operatbn to the cell which does not constitute interleaved unit (and 
40 further the target position is not immediately before the Interieaved unit), or in the case of search to the head of the 
interieaved unit, the data output from the track buffer is started Immediately after the finish of the search operation and 
hence the time delay of the reproduction may be minimized. On the other hand, in the case of search to the middle of 
the interieaved unit or to the position just before the interleaved unit, the reproduction is postponed until the track buffer 
83 becomes full, and hence the underflow of the tack buffer 83 may be prevented. 
45 As described above, the interieave information may be recorded in the cell table 20a in the cell, or in the DSI data 
51 in the VOBU 30. If the interieave information is recorded in the cell table 20a, the time delay of the reproduction 
from the search instruction may be surely reduced in the PTT search. However, in the case of time search, there may 
be a case where the interleave information can not be read because the target position of the time search is not always 
the head of the cell 20. In such a case, the reproduction may be postponed until the track buffer becomes full. On the 
50 other hand, if the interleave information is recorded in the DSI data 51 on the VOBU 30, the time delay may be surely 
reduced in both PTT search and the time search because the interleave informatbn in the VOBU 30 can be acquired 
after the search operation. 

(3) Reproduction method at the time of angle change 

55 

Next, the reproduction method at the time of the angle change will be described. The angle reproduction is a 
reproductbn method in which multiple pictures for a unique scene taken from different views are recorded, and the 
reproducing apparatus reproduces one of them according to the user's selection. The angle change is to change the 
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selection of the angle. 

FIG. 18A shows an example of the angle change. As shown, at the scene 2 following the scene 1, there are 
prepared muttiple pictures taken from different camera angles and they are recorded in the cell 2 and the cell 3, re- 
spectively. The user can select one of the cells 2 and 3 at the scene 2 to be reproduced. In this case, the jump operation 

5 is performed in the manner shown in FIG, 1 SB. Namely, assuming that the user has selected the angle of cell 2 at the 
scene 2, the system controller 100 reproduces the cell 1 and cell 2(a). and then jumps to the next cell 2(b). Here, if the 
user inputs a command for changing the angle (angle change instruction), the system controller 100 reproduces the 
cell 2(b) to the end thereof, and jumps to the cell 3(c) and reproduces it. In this way, the angle change is performed. 
The angle change instruction Is inputted to the reproducing apparatus S2 via the input unit 98, such as a remote 

10 controller or the like, by the user. 

In order to perform the angle change in a seamless manner, the jump should be made after the track buffer 83 
becomes full. Therefore, the jump start position should be the end of the interleaved unit and the jump end position 
should be the head of the interleaved unit. Further, it is required that that the aforementioned conditions (1) and (2) 
are satisfied for all jump operations. The jump target address at the time of the angle change is recorded in the respective 

IS navi-packs 41 . 

FIG. 19 is a flowchart illustrating the operation of the seamless reproduction at the time of the angle change. First, 
in the normal reproduction, the system controller 100 acquires the end address Ae of the interleaved unit, the start 
address As of the next interleaved unit, and all jump target addresses (step S91 ), and sets the start address As to the 
jump target address register Aj (step S92). Then, the system controller 100 judges whether or not the angle change 

20 instruction is inputted (step S93). If it Is not inputted, the system controller 100 acquires the current reading address 
Ap (step S96), and continues the reproduction until the pickup 80 reaches the end of the cell or the end of the interleaved 
unit. If the pickup 80 reaches the end of the cell or the interleaved unit, the pickup jumps to the next interleaved unit 
(steps 898 to S101). If the pickup 80 reaches the end of the cell, the next cell is reproduced (steps SI 02 to SI 03). On 
the other hand, if the angle change instruction is detected in step S93. the angle m after the change is stored in the 

25 angle register As in the system controller 100 (step 894) and the next jump target address in the changed angle m is 
set to the jump target address register Aj (step 895). By this, the pickup 80 jumps to the head of the next interleaved 
unit belonging to the changed angle m in step 8100. 

FIG. 20A shows the transition of the data amount in the track buffer during the operation described above. When 
the search operation ends at the time tO, the data is accumulated in the track buffer 83 at the rate of (Rin - Rout) until 

30 the time t1 . At the time 1 , a normal jump operation is performed, and the reproduction of the next interleaved unit starts 
at the time t2. If the angle change instruction is Inputted at the time t3, the data is accumulated in the track buffer 83 
until the time t4, and then the angle change jump is carried out. After the time t5, the reproduction is performed for the 
changed angle. 

As can be understood from the above description, the start position of the angle change jump must be the end of 

35 the interleaved unit in order to perform seamless reproduction. Therefore, the system controller 100 should wait for a 
time period corresponding to the reproduction time of one interleaved unit at the maximum before making the angle 
change jump. Assuming that the capacity B of the track buffer 83 is 3 Mbit, the data input rate Rin = 11 Mbps, and the 
data output rate Rout, it takes 3/(1 1 -8) = 1 .0 second to actually start the angle change jump. However, in some cases, 
the user does not wish the seamless reproduction if the angle change operation takes relatively long time. For example. 

40 in the case of the camera angle change in a sports game program, it may be desired that the angle is rapidly changed 
in response to the angle change instruction even if the picture may be stopped for a while, i.e. , the reproduction becomes 
non-seamless. Indeed, the user sometimes feels that such a non-seamless reproduction is more natural and comfort- 
able compared with the case that the angle change takes relatively long time period. 

For this reason, there is a method of non-seamless reproduction at the time of angle change. Namely, instead of 

45 the seamless reproduction, the angle change is quickly made in response to the user's angle change instruction. FIG. 
21 shows the reproduction operation of this method. In FIG. 21, steps S111 to S121 are the same as steps 891 to 
8101 in FIG. 19, and therefore the description will be omitted. In this reproduction method, when the angle change 
instruction is detected in step 8113, the angle m after the change is stored in the angle register Aa of the system 
controller 100 (step 8122). and the jump target address according to the changed angle m is set to the jump target 

so address register Aj (step 8123). By this, the jump target address becomes the head address of the next interleaved 
unit belonging to the angle m after the change. Thereafter, the data input and the data output are stopped (steps SI 24 
and 8125) to immediately make the angle change jump. Then, the track buffer pointer Is reset (step 8126) and the 
pickup 80 jumps to the target address Aj (step 8127). When the angle change jump is finished, the data Input to the 
track buffer 83 is restarted (step 8128), and the data output from the track buffer 83 is restarted (step 8129). In this 

55 manner, the angle change jump is immediately perfomied after the angle change instruction from the user 

FIG. 20B shows the transition of the data amount In the track buffer 83 during the above described operation. 
Before the angle change Instruction is inputted at the time t3, the transition of the data amount is the same as the case 
of FIG. 20A. When the angle change instruction is inputted, the system controller 100 immediately resets the track 
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buffer pointer and makes the angle change jump. During the angle change jump, i.e.. from time t3 to t4, the picture 
just before the input of the angle change instruction is continuously displayed. When the angle change jump is finished 
at the time t4, the data is reproduced from the head of the interleaved unit of the jump target position. 

As described above, there are two reproduction methods at the time of angle change. One method reproduces 

5 the pictures seamlessly, however, the start of the reproduction is delayed. The other method reproduces the pictures 
immediately after the angle change instruction from the user, however, the reproduction is non-seamless. It is preferable 
that the author or the producer can determine as to which method should be selected in consideration of the contents 
of the title recorded on the DVD 1. Therefore, as described above, the angle change flag AF, designating one of the 
above-mentioned two methods, is recorded In the cell table 20a in the cell 20 as the angle change information. In 

10 reproduction, the system controller 100 determines one of the reproduction method by referring to the angle change 
Information thus recorded. 

FIG. 22 is a flowchart showing this operatbn. In FIG. 22, the process of steps SI 30 to SI 39 and steps S141 to 
S142 are the same as the process of steps 891 to S103 and steps S94 to S95 In FIG. 19, and the process of steps 
SI 44 to 8149 is the same as the process of steps 8123 to 8129. Namely in step 8143, the system controller 100 

ts refers to the angle change flag recorded in the cell table 20a. If the angle change flag is "1 ', the process goes to step 
SI 33 to perform the seamless reproduction. If the angle change flag is "0", the process goes to step S144 to immediately 
make the angle change jump and restart the reproduction in the non-seamless manner. 

As described above, by prescribing the angle change information, the author or the producer can determine the 
appropriate reproduction method at the time of angle change, i.e., one of the seamless reproduction method which 

20 involves time delay and the non-seamless reproduction method which is immediately started in response to the user's 
instnjction. Therefore, the freedom of design in producing the DVD software may be improved. 



Claims 

25 

1. An information recording medium (1) reproduced by an information reproducing apparatus (S2) comprising: a 
reproduction means(80, 82, 83, 84, 86); a reproduction control means (100); and a jump reproduction means (100) 
for allowing the reproduction means to jump to a jump target position and to continue reproduction in response to 
an instruction from a user, said recording medium characterized by: 

30 

a plurality of first informatbn pieces (20) each of which is reproduced successively in time by said reproduction 
means; 

a plurality of second information pieces (lU) each of which is successively positioned on said information 
recording medium, one or more of said second information piece constituting the first information piece; 
35 a plurality of third information pieces (30) each of which is individually reproducible and is a unit for jump 

reproduction by said jump reproduction means, one or more of said third information piece constituting the 

second information pieces; 

at least one related information piece (51 ) included in the third information piece and relating to a reproductbn 
order and a reproduction method of the second information pieces; 
40 at least one reproduction control information piece (61) referred to by said reproduction means and relating 

to a reproduction order and a reproduction method of the first information pieces, wherein at least one of the 
related information piece and the reproduction control information piece includes a jump reproduction method 
selection information piece (IF. AF) indicating one of a plurality of jump reproduction methods performed by 
said jump reproduction means. 

45 

2. Amedium according to claim 1 , characterized in that the plurality of first information pieces include a plurality of 
selectible informatbn pieces (20), one of the selectible information pieces being reproduced selectively at a re- 
productbn time period in the reproduction order 

so 3. Amedium according to claim 1 , characterized in that the jump reproduction method selection information piece is 
determined in accordance with the jump target positbn in the jump reproduction. 

4. Amedium according to claim 1 , characterized in that the jump reproduction method selection information piece is 
determined in accordance with the jump reproduction method of the plurality of selectible information pieces. 

55 

5. An information reproducing apparatus (82) for reproducing information from an Information recording medium (1 ) 
comprising: a plurality of first Information pieces (20) each of which is reproduced successively in time; a plurality 
of second information pieces (lU) each of which is successively positk)ned on said information recording medium. 
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one or more of said second information piece constituting the first information piece; a plurality of third information 
pieces (30) each of which is individually reproducible and is a unit for jump reproduction, one or more of said third 
information piece constituting the second information pieces; at least one related information piece (51) included 
in the third information piece and relating to a reproduction order and a reproduction method of the second infor- 
mation pieces; at least one reproduction control information piece (61) relating to a reproduction order and a re- 
production method of the first information pieces; and a jump reproduction method selection information piece (IF, 
AF) indicating one of a plurality of jump reproduction methods, said information reproducing apparatus character- 
ized by: 

a reproduction means (80, 82, 83, 84, 86) for successively reproducing the second information piece to re- 
produce the first information pieces by referring to the related information piece; 

a reproduction control means (100) for controlling the reproduction of the first infornnation pieces by said re- 
production means by referring to the reproduction control infomnation piece; and 

a jump reproduction means (100) for allowing the reproduction means to jump to a jump target position to 
reproduce the third information piece in response to an instruction from a user, wherein said jump reproduction 
means controls said reproduction means in accordance with the jump reproduction method specified by the 
jump reproduction method selection information piece. 

An apparatus according to claim 5, characterized in that said jump reproduction means controls said reproducing 
means by one of a first method in which said reproducing means reproduces the information pieces in a seamless 
manner and a second method In which said reproducing means reproduces the Information pieces in a non-seam- 
less manner. 

An apparatus according to claim 6, characterized In that said reproducing means comprising: a reading means 
(80) for reading the information pieces; a storing means (82) for storing data read by said reading means; and an 
outputting means (84, 86) for outputting data stored In said storing means, said outputting means starts outputting 
the data immediately after the jump of said reproducing means to the jump target position in said first method and 
starts outputting the data when said storing means becomes full after the jump of said reproducing means in said 
second method. 

An information recording apparatus (SI ) comprising: 

a first means (72) for dividing an information (R) having a continuous contents into a plurality of third information 
pieces (30) each of which Is reproducible Independently; 

a second means (ST, 71 , 72) for producing at least one related infornnatfon piece related to a reproduction 
order and a reproduction method of second information pieces each of which is constituted by one or more of 
the third information piece; 

a third means (ST, 71 , 72) for producing at least one control Information piece relating to a reproduction order 
and a reproduction method of first information pieces each of which is constituted by one or more of the second 
information piece; 

a fourth means (ST, 71, 72) for producing at least one jump reproduction method selection information piece 
indicating one of a plurality of jump reproduction methods; and 

a recording means (75, 76, 78) for recording the third Information pieces, the related information pieces, the 
reproduction control information pieces and the jump reproduction method selection information pieces on an 
Information recording medium (1). 



19 



EP0 798 722 A2 



FIG.1 



PHYSICAL STRUCTRE OF RECORD INFORMATION 
(PHYSICAL FORMAT) 
INNER OUTER 
CIRCUMFERNCE <- QRCUMFERNCE 



,LI .2 3:VTS 3 3... ,oVD LO 


LEAD 

IN 
AREA 


VIDEO 
MANAGER 


VTS #1 


VTS #2 


VTS 1 VTS 


VTS «n 


LEAD 
OUT 
AREA 




44 

f 




42 


42 


43 

s 




41 

s 


SUB 
1 PICTURE 


NAVf- 
PACK 


VIDEO 


VIDEO 


AUDIO 


VIDEO 


SUB 

PICTURE 




m 


NAVh 
PACK j 




42 



1:DV0 



FIG.1A<^C^ 



Ae ^As 



20 



EP 0 798 722 A2 




21 



EP 0 798 722 A2 



FIG. 3 

LOGICAL STRUCTRE OF RECORD INFORMATION 
(LOGICAL FORMAT) 



r62 



63 :V7S 
J 



#1 



#2 



■62 



#1— , 



ft 



62 :TITLE 



1 


,61 


(•61 


«1 




#2 



•#1— I 



61 :PGC 
J 



ft 



PGCI 



#1 



60 



60:PR06RAM(PTT) 



63 



/62 



#2. 



«1 



#2 



.62 
■i^ #2- 



61 6U_J 



U2 



<61 



PGCI 



#2 






CELL mn 


CELL ID 


CELL ID 






CELL ID 


CELL ID 








#n-1 


#n+2 
















V ^ ' 









20 



20 



20 ... 



20 



20:CELL 



22 



EP0 798 722 A2 



FIG,4 



STRUCTURE OF INTERLEAVED UNIT 



LOGICAL 
FORMAT 



PHYSICAL' 
FORMAT 



LOGICAL 
FORMAT 



CELL#1 CELL#3 



61B :PGC 
1 



CELL#4 



CELL ID 
#1 




61A jPGC 
L 



CELLKfl CELL#2 



CELL#4 



lU : INTERLEAVED UNIT 



23 



EP 0 798 722 A2 



O 

-O 



CVJ 
-O 



ro 



jO 



> 

LUO 



UJ 

o 
z 



UJ Z 

> :3 

LU < 



— CC 
O UJ 



il 

o o 

CQ CD 

^ 9 o 
lZ>> 

< cn CO 



LU 2 
> Z5 

1 1 J ^ 

— a: 
u. UJ 

Q — 
< U- 

UJ o 

UJ < 
O UJ 

o ^ 

S Ul 
O Q 

o o 

2 O 



cr > 

2^ 



UJ 



CVJ. 



rO 



UJ LU LU 
> O O 
< 

ujo- 
a: 

UJ 



^So tkuj CD 

^U. U. CP . . 

< ^ ^ < 
UJo — UJ o — 




UJ 



q: 

UJ 



LU > ^ 

o 5 < 

2 O Ul 

< 2 cn 



< 



24 



EP 0 798 722 A2 





25 



EP0 798 722 A2 




O 
O 



in 



a: 

Ui 



o 



o 
u 

Of 



o 
O 









1- 




> 
< 






—I 


QL 






Z 




DISI 



< 

q:: 



CL 



26 



EP 0 798 722 A2 



FIG.8A 



SCENE 1 



SCENE 2 



SCENE 3 



CELL 1 (COMMON) 




CELL 2(ver.l) 
CELL 3(ver.2) 



CELL n 




CELLn+KCOMMON) 



FIG.8B 



Tj 



CELL 1 CELL 2 CELL 3 



CELLn CELL n+1 



FIG-9 




Tj 

(iB/Rout) 



t(sec) 



27 



EP0798 722 A2 



FIG.10A 



CELL 1 CELL2 



CELL3 



JjU 

••• iCELujcELL^ 



CELL3 ••• CELLa|CELL2CELL3 



lU 



TiU 



FIG.10B 




28 



EP 0 798 722 A2 



FIG. 11 

( START ) 



ACQUIRE END 
ADDRESS Ae 

& START 
ADDRESS As 



ACQUIRE CURRENT 
READING ADDRESS Ap 



52 




PAUSE DATA INPUT 
TO TRACK BUFFER 



JUMP TO NEXT 
INTERLEAVED UNIT 



READ NEXT 
CELL 



STOP ) 



/S7 





RESTART DATA INPUT 
TO TRACK BUFFER 







29 



EP0798722 A2 



FIG. 12 



( START ) 



STOP DATA INPUT TO 
TRACK BUFFER 



I 



STOP DATA OUTPUT 
FROM TRACK BUFFER 



S12 



RESET READING 
POSITION POINTER 



S13 



SEARCH AND JUMP 



/ 



I 



S14 



RESTART DATA INPUT |/^'^ 
TO TRACK BUFFER 



I 



START 
READING DATA 



/ 



S16 



ACQUIRE CURRENT 
READING ADDRESS Ap 



S17 




PROCESS A 



READ NEXT 
CELL 



C STOP ) 



30 



EP 0798 722 A2 





START 



REPRODUCING 



31 



EP 0 798 722 A2 



FIGJ4 



( START ) 

t 

STOP DATA INPUT TO 
TRACK BUFFER 



STOP DATA OUTPUT 
FROM TRACK BUFFER 



RESET READING 
POSITION POINTER 



I 



SEARCH AND JUMP 



I 



RESTART DATA INPUT 
TO TRACK BUFFER 



X 



START READING DATA 



1 



ACQUIRE END 
ADDRESS Ae 
& START 
ADDRESS As 



ACQUIRE CURRENT 
READING ADDRESS Ap 



S21 



S22 



^S23 
yS24 



S25 



S26 



■S27 



PROCESS B 



■S28 




PAUSE DATA INPUT 
TO TRACK BUFFER 



I 



READ NEXT 
CELL 



JUMP TO NEXT INTERLEAVED UNIT 

i 



RESTART DATA INPUT 
TO TRACK BUFFER 

I 



S32 



•S33 



32 



EP 0 798 722 A2 



FIG. 15 



YES 



( START ) 



STOP DATA INPUT TO 
TRACK BUFFER 



I 



STOP DATA OUTPUT 
FROM TRACK BUFFER 
♦ 



RESET READING 
POSITION POINTER 



I 



SEARCH AND JUMP 



± 



S41 



-S42 



S43 



S44 



RESTART DATA INPUT 
TO TRACK BUFFER 

-i 



ACQUIRE END 
ADDRESS Ae 

& START 
ADDRESS AS 



S45 



S46 



PROCESS C 




ACQUIRE CURRENT 
READING ADDRESS Ap 



1. 



348 

_J 



START DATA OUTPUT 
FROM TRACK BUFFER 




PAUSE DATA INPUT 
TO TRACK BUFFER 



I 



STOP 



X 



JUMP TO NEXT WTERLEAVED UNITh S53 

S54 



RESTART DATA INPUT 
TO TRACK BUFFER 



33 



EP 0 798 722 A2 



FIG. 16 



C 



START 
Z 



J 



STOP DATA INPUT TO 

TRACK .f?ljFFER 



X 



STOP DATA OUTPUT 
FROM TRfijcK RUEEEB, 



RESET READING 
POSITIONPOINTER 



SEARCH AND JUMP 



RESTART DATA INPUT 
TO TRACK BUFFER 



ACQUIRE CURRENT 
READING ADDRESS Ap 



-S62 
-S63 

-S64 
-865 

-S66 




PROCESS 0 



ACQUIRE CURRENT 
READING ADDRESS Ap 



1 



S71 



START DATA OUTPUT 
FROM TRACK BUFFER 



"-572 
YES 



J 




3X ^"^^ 

NEXT CELL-^ NO 
SL7 



PAUSE DATA INPUl 
TO TRACK BUFFER 



-Ejgsj,? 
yeTQ 




S79 



JUlyP TO NEXT INTERLEAVED UNIT 
Z 



RESTART DATA INPUT 
TO TRACK BUFFER 



S76 



•S77 



f ^AD NEXT^ 
V CELL J 



( STOP ) 



34 



EP 0 798 722 A2 



FIG. 17 



( START ) 



STOP DATA INPUT TO 
TRACK BUFFER 



I 



S81 



STOP DATA OUTPUT 
FROM TRACK BUFFER 



^582 



RESET READING 
POSITION POINTER 



I 



SEARCH AND JUMP 
I 



S84 



RESTART DATA INPUT [/'^^^ 
TO TRACK BUFFER 




YES 



PROCESS B 



PROCESS C 



PROCESS 0 



PROCESS A 



35 



EP0798722 A2 



FIG.18A 



SCENE 



CELL 1 



SCENE 2 
CELL2 



SCENE 3 




1 (0) ; (b) 




,(d) 










(a) i (b) ! (0 i (d) • 



> 



CELL 4 



INTERLEAVED UNIT 



FIG.18B 



NORMAL 
REPRODUCTION 



ANGLE CHAN GE 

CELL 1 ICELL 2(fl)|CELL^(o^ 2(c)|cELL3(cj - 



ANGLE CHANGE 
INSTRUCTION 



36 



EP 0 798 722 A2 



FIG .19 



( START ) 



ACQUIRE END ADDRESS 
Ae. START ADDRESS As, 
TARGET ADDRESSES 



S91 



SET As TO 
REGISTER Aj 



'S92 




ACQUIRE CURRENT 
READING ADDRESS Ap 



S96 



YES 




594 



STORE m IN 
ANGLE REGISTER 




SET JUMP TARGET 
ADDRESS TO Aj 
— t; — 
S95 



PAUSE DATA INPUT 
TO TRACK BUFFER 



T 



NEXT CELL-> 
V. EXIST ? ^ 

YEST^ 

/readnextA 

V CELL X 



(stop) 



S103 



JUMP TO NEXT 
interleaved UNIT 



V 



I 



RESTART DATA INPUT 
TO TRACK BUFFER 



SlOO 



S101 



37 



EP0798 722 A2 



FIG.20A 



SEARCH 
FINISH to 




FIG.20B 



lt« tji t(sec) 



ANGLE 
CHANGE 
JUMP 



ANGLE CHANGE 
INSTRUCTION 



SEARCH 
FINISH ^ 




NORMAL 
JUMP 



t(sec) 



ANGLE 
CHANGE 
JUMP 

ANGLE CHANGE 
INSTRUCTION 



38 



EP 0 798 722 A2 



FIG. 21 



( START ) 



ACQUIRE END 
ADDRESS Ae, 

START ADDRESS As. 

TARGET ADDRESSES 



X 



'Sill 



SET As TO 
REGISTER Aj 




3112 



S113 



YES 



5122^ 



ACQUIRE CURRENT 
READING ADDRESS Ap 



•5114 



3. 



STORE m IN 
ANGLE REGISTER 



5123^ 



YES 




S120 



SET JUMP TARGET 
ADDRESS TO Aj 



PAUSE DATA INPUT 
TO TRACK BUFFER 



T 



^nextceLl-s. 

^ EXIST 1^ 
YEsTs 



S1 24> ♦ 



.NO 



S121 



/READ HEXf\ 
V CELL ; 



JUMP TO NEXT 
INTFRLFM/ED UNIT 



U-SU8 



S 125v. 



STOP DATA INPUT 
TO TRACK BUFFER 

1 



STOP DATA OUTPUT 
FROM TRACK BUFFER 



RESTART DATA INPUT 
TO TRACK BUFFER 



,5119 



I 



RESET READING 
POSITION POINTER 



I 



(stop) 

5126' 

" JUMP TO NEXT 
c;iP7 H INTERLEAVED UNIT 

S128H RESTART DATA INPUT 
TO TRACK BUFFER 



X 



S1294RESTART DATA OUPUT 
FROM TRACK BUFFER 



39 



EP0798 722A2 



FIG. 22 



( START ) 



ACQUIRE END 
ADDRESS Ae. 

START ADDRESS As. 

TARGET ADDRESSES 



/S130 



I 



SET As TO 
REGISTER Aj 



■S131 




ACQUIRE CURRENT 
READING ADDRESS Ap 



r 



S133 




S134 
YES 

<NEXT CELb>>| 
^ EXIST 



3139 



STORE m IN 
ANGLE REG ISTER 



SET JUMP TARGET 
ADDRESS TO Aj 



PAUSE DATA INPUT 
TO TRACK BUFFER 

I 



/6eaD NExf\ 
^ CELL J 



jump to next , 
intfrleaved unit 



5137 



C 




STOP DATA INPUT 
TO TRACK BUFFER 



I 



RESTART DATA INPUT 
TO TRACK BUFFER 



J 



S138 



STOP 
S145' 
3146- 



STOP DATA OUTPUT 
FROM TRACK BUFFER 



RESET READING 
POSITION POINTER 



3147JjUW> TO NEXT INTERIiAVED UMT 

' ^ — y 

3148- 



RESTART DATA INPUT 
TO TRACK BUFFER 



5149- 



RESTART DATA OUTPUT 
FROM TRACK BUFFER 



40 



